





PCle/SATA M.2 SSD Line-Up
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Heat Spreader Data Protection
Mechanism

AS2280F4U

- Capacity : 1TTB/2TB/4TB

« Interface : PCle Gen5 x4

+ NAND Flash : 3D NAND

- Sequential Read/Write
(MB/s) (Max)* : 14000/13000

« MTBF (Hours) : >1,600,000

« Dimensions (mm) :
(L)80.00 x (W)22.00 x (H)3.50

AS2280F4L

« Capacity : 1TB/2TB

- Interface : PCle Gen5 x4

« NAND Flash : 3D NAND

- Sequential Read/Write
(MB/s) (Max)* : 10500/8700

« MTBF (Hours) : >1,500,000

« Dimensions (mm) :
(L)80.00 x (W)22.00 x (H)2.38

AS2280Q4X

- Capacity : 512GB/1TB/2TB/4TB
- Interface : PCle Gen4 x4
+ NAND Flash : 3D NAND
« Sequential Read/Write
(MB/s) (Max)* : 5000/4400
« MTBF (Hours) : >1,500,000
« Dimensions (mm) :
Single side :
(L)80.00 x (W)22.00 x (H)2.25
Double side :
(L)80.00 x (W)22.00 x (H)3.50
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Gen5 Heat
Dissipation

Compatible Heat
with PS5 Dissipation

Heat Spreader Data Protection
Mechanism

AS2280F4

- Capacity : 1TB/2TB/4TB

« Interface : PCle Gen5 x4

+ NAND Flash : 3D NAND

« Sequential Read/Write
(MB/s) (Max)* : 12400/12000

« MTBF (Hours) : >1,600,000

« Dimensions (mm) :
(L)80.00 x (W)22.00 x (H)3.50

AS2280Q4U for PS5

- Capacity : 512GB/1TB/2TB/4TB/8TB
- Interface : PCle Gen4 x4
« NAND Flash : 3D NAND
- Sequential Read/Write
(MB/s) (Max)* : 7400/7000
« MTBF (Hours) : >1,600,000
« Dimensions (mm) :
(L)80.00 x (W)22.90 x (H)10.80

AS2280P4U PRO

- Capacity : 256GB/512GB/1TB/2TB
« Interface : PCle Gen3 x4
« NAND Flash : 3D NAND
- Sequential Read/Write
(MB/s) (Max)* : 3500/3000
« MTBF (Hours) : >1,800,000
« Dimensions (mm) :
Single side :
(L)80.00 x (W)22.00 x (H)3.75
Double side :
(L)80.00 x (W)22.00 x (H)5.00



AS2280P4X AST280X

« Capacity : 256GB/512GB/1TB/2TB - Capacity :
T = « Interface : PCle Gen3 x4 - 128GB/256GB/512GB/1TB/2TB
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o (MB/s) (Max)* : 3000/2000 - . «Sequential Read/Write
« MTBF (Hours) : >1,500,000 (MB/s) (Max)* : 520/500
« Dimensions (mm) : « MTBF (Hours) : >1,500,000

(L)80.00 x (W)22.00 x (H)2.25 « Dimensions (mm) :
@ @ (L)80.00 x (W)22.00 x (H)2.25
Upto2TB  Data Protection SATA I Data Protection
Mechanism Mechanism

PE4430-R

« Capacity : 1TB/2TB

— - Interface : PCle Gen4 x4
Apacer + NAND Flash : 3D NAND
canmarce o - Sequential Read/Write
B (MB/s) (Max)* : 5500/5200
« MTBF (Hours) : >2,000,000
« Dimensions (mm) :

(L)30.00 x (W)22.00 x (H)2.43

Handheld Heat Spreader
Console

*The performance may vary due to host hardware, software, usage and storage capacity.



2.5” SATA SSD Line-Up

Your First Choice fdf
PC Upgrading

SATA I Data Protection
Mechanism

SATA I Data Protection
Mechanism
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AS350X

- Capacity :
128GB/256GB/512GB/1TB/2TB/4TB
« Interface : SATA I
+ NAND Flash : 3D NAND
- Sequential Read/Write
(MB/s) (Max)* : 560/540
« MTBF (Hours) : >1,500,000
« Dimensions (mm) :
(L)700.00 x (W)69.85 x (H)6.90

AS340X

- Capacity :
120GB/240GB/480GB/960GB

- Interface : SATA I

+ NAND Flash : 3D NAND

- Sequential Read/Write
(MB/s) (Max)* : 550/520

« MTBF (Hours) : >1,500,000

« Dimensions (mm) :
(L)100.00 x (W)69.85 x (H)6.90

*The performance may vary due to host hardware, software, usage and storage capacity.

SATA I

SATA I

Data Protection
Mechanism

Apacer

Data Protection
Mechanism
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Solid State Orive

AS350 PANTHER

- Capacity :
128GB/256GB/512GB/1TB

« Interface : SATA I

« NAND Flash : 3D TLC

« Sequential Read/Write
(MB/s) (Max)* : 560/540

« MTBF (Hours) : >1,500,000

« Dimensions (mm) :
(L)100.00 x (W)69.85 x (H)6.90

AS340 PANTHER

- Capacity :
120GB/240GB/480GB/960GB

- Interface : SATAII

+ NAND Flash : 3D TLC

- Sequential Read/Write
(MB/s) (Max)* : 550/520

« MTBF (Hours) : >1,500,000

« Dimensions (mm) :
(L)100.00 x (W)69.85 x (H)6.90



Portable SSD Line-Up

Built for Speed
Defined by Pattern
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USB4 Shockproof

Magnetic Shockproof

Apacer
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Shockproof Pressure
Resistant

AS741

- Capacity : 1TTB/2TB/4TB
« Interface : USB4 Gen3 x2
+ NAND Flash : 3D NAND
- Sequential Read/Write
(MB/s) (Max)* : 4000/3600
« Dimensions (mm) :
(L)72.00 x (W)72.00 x (H)16.00

AS725

« Capacity : 256GB/512GB/1TB
- Interface : USB 3.2 Gen2
+ NAND Flash : 3D NAND
- Sequential Read/Write
(MB/s) (Max)* : 1000/1000
« Dimensions (mm) :
(L)63.00 x (W)63.00 x (H)10.50

AS723

« Capacity : 500GB/1TB/2TB

« Interface : USB 3.2 Gen2 x2

+ NAND Flash : 3D NAND

« Sequential Read/Write
(MB/s) (Max)* : 2000/2000

- Dimensions (mm) :
(L)79.10 x (W) 44.40 x (H) 8.50

*The performance may vary due to host hardware, software, usage and storage capacity.
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Magnetic Shockproof

Apacer

Shockproof

Apacer
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Silicone Case  Shockproof IP65

AS726M

- Capacity : 512GB/1TB/2TB

« Interface : USB 3.2 Gen2

« NAND Flash : 3D NAND

« Sequential Read/Write
(MB/s) (Max)* : 2000/2000

« Dimensions (mm) :
(L)63.00 x (W)63.00 x (H)10.50

AS724

- Capacity : 512GB/1TB/2TB

- Interface : USB 3.2 Gen2

+ NAND Flash : 3D NAND

- Sequential Read/Write
(MB/s) (Max)* : 500/500

« Dimensions (mm) :
(L)60.60 x (W)80.60 x (H)9.00

AS714

- Capacity : 512GB/1TB/2TB

« Interface : USB 3.2 Gen2

« NAND Flash : 3D NAND

- Sequential Read/Write
(MB/s) (Max)* : 1000/1000

« Dimensions (mm) :
(L)50.90 x (W)50.45 x (H)15.60
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AS712

« Capacity : 1TB
- Interface : USB 3.2 Gen2
- NAND Flash : 3D NAND
- Sequential Read/Write
(MB/s) (Max)* : 1000/900
« Dimensions (mm) :
SSD:
(L)124.00 x (W)40.10 x (H)13.60
SSD+Cradle :
(L)185.00 x (W)57.00 x (H)36.50

Essential Oil ESG
Diffuser

*The performance may vary due to host hardware, software, usage and storage capacity.
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Shockproof
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Anti-vibration

AS711A

- Capacity : 250GB/500GB/1TB
- Interface : USB 3.2 Gen2
« NAND Flash : 3D NAND
- Sequential Read/Write
(MB/s) (Max)* : 1040/925
« Dimensions (mm) :
(L)58.10 x (W)17.10 x (H)12.20



NAS SSD Line-Up

Tailored Specifically
for NAS Systems

NAS SSD

Endurance SATA 1 2.5
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PPSS25-R

- Capacity :
256GB/512GB/1TB/2TB

« Interface : SATA I

+ NAND Flash : 3D TLC

- Sequential Read/Write
(MB/s) (Max)* : 560/510

« Terabytes Written (TBW) :
385/820/2065/3750

« Dimensions (mm) :
(L)700.00 x (W)69.85 x (H)7.00

NAS SSD

Endurance SATA Ill 2.5"

Apacer
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Improve NAS  Low Latency
Efficiency

Up to 2TB

PB4480-R

- Capacity :
s e . 512GB/1TB/2TB/4TB
- Interface : PCle Gen4 x4
« NAND Flash : 3D TLC
- Sequential Read/Write
(MB/s) (Max)* : 5000/4400
- Terabytes Written (TBW) :
500/1000/2000/4000

« Dimensions (mm) :
(L)80.00 x (W)22.00 x (H)2.43

Improve NAS  Low Latency  Heat Spreader
Efficiency

Apaccr GEN4X4 PCle M2 SSD

*The performance may vary due to host hardware, software, usage and storage capacity.
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PP3480-R
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« Sequential Read/Write
(MB/s) (Max)* : 2450/2000

« Terabytes Written (TBW) :
500/1000/2000/4000

« Dimensions (mm) :
(L)80.00 x (W)22.00 x (H)2.23

Improve NAS  Low Latency
Efficiency

Up to 2TB

Apacer is not responsible for photographic or typographic errors. The information, including model names and specifications contained herein is subject to change without notice.

Apacer shall not be liable for technical or editorial errors or omissions contained herein.
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